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	Costing based on unit rates
	Costings for 100m and 150m rock groynes were built up from unit rates of construction, including rock armour, excavation and geotextiles derived from typical construction works at other sites and from rates provided by quarries in Portland (Tables 3.2 &
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	Project-specific
	Design complexity: This component addresses the r
	Degree of innovation: This component addresses th
	The use of geotextile bag breakwaters is innovative and therefore the standard value of 4% was considered appropriate for this option.
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	Benefits
	Expected rate of erosion on failure of the seawall
	Bournemouth Borough Council has carried out an assessment of historical shoreline erosion by comparing the alignment of seawalls as the promenade has been extended eastwards along the Bournemouth-Southbourne frontage (Table 3.7).  At the end of most se

	Collation of data on assets at risk
	Residential Benefits
	Commercial Benefits
	Utilities & Services
	Detailed plans of the utilities were obtained from the service companies.  Those facilities that were located within land at risk under the Do Nothing option were identified and the cost of replacement were established through consultation with the utili

	Recreational Benefits
	all of the day visitors to the beach could choose
	none of the permanent residents of the town go to the beach on the peak days
	all of the residential visitors to Swanage on peak season days go to the beach and cannot go to another beach without additional cost

	Present Value Damages under Do Nothing
	The location of the cliff in each year between 2004 and 2054 was projected in the GIS.  Any asset found to be within 10m of the cliff edge in any year was assumed to be unusable/uninhabitable and the value of the economic loss was accrued at that time.
	The total number of assets at risk is given in Table 3.11.
	The cash value of the assets at risk if the Do No
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